INSTALLATION INSTRUCTIONS

For

Strapless Transport Stands

Step ONE:


With both of the mounting plates attached to the stand, place the stand in the desired mounting location. (NOTE, because no tie downs are needed you can position your bike much closer to walls, other bikes, etc, but allow enough room for loading and unloading) (See LOADING and UNLOADING instructions for details)
Step TWO:


Using a pencil or marker, Outline ONLY the mounting plate with the hole for the locking mechanism. Remove the mounting plate from the stand and place on outline on floor, now mark the (3) Three bolthole locations onto the floor.

Step THREE:


Using a 11/32” drill bit drill the three marked holes, Install the mounting plate using 3 of the included flat head bolts. (NOTE, do not over tighten, if you over tighten the mounting bolts while attaching to a wood floor this may cause the mounting plate to warp and not allow the stand to slide in and out properly)

Step FOUR:


Slide the stand into the installed mounting plate, and carefully Outline the Second mounting plate. Repeat steps TWO and THREE on the second mounting plate. (NOTE, it is important that you take great care to get the mounting plates in the proper position in relation to the base of the stand. Otherwise the stand may be hard to remove and install.
For assistance with any aspect of your Strapless Transport Stands please feel free to call or e-mail.

E-mail : Support@STStands.com 

Phone : 469-363-7086

